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Modular upgrade for more flexibility

High performance, modern, low price: The new coating thickness gauge LEPTOSKOP 2042

More flexibility offers the new coating thickness gauge LEPTOSKOP 2042 from the German manufacturer of non-destructive testing (NDT) instruments and systems KARL DEUTSCH. The new basic LEPTOSKOP 2042 can be upgraded easily and fast with the modules file management and statistic only by entering a code to the instrument. A return to KARL DEUTSCH for upgrading or purchasing a new instrument is not necessary.

A reliable technique in combination with comfortable tools like displaying the thickness values as an analogue pointer, a file management similar to Windows and 11 different languages for free selection fulfils all wishes of an ambitious user. The LEPTOSKOP 2042 is an economic instrument with a battery life-time of more than 100 hours. The instrument counts the operating time and the number of measurements, so that these important parameters are still available. A great variety of external probes makes the LEPTOSKOP 2042 much more flexible. Moreover the new LEPTOSKOP 2042 comes in a new design with a weight of 216 grams, so that this design is smaller and lighter than the earlier model.

The mobile and comfortable coating thickness gauge LEPTOSKOP 2042 is used in many industry branches: whenever a coating thickness on a metallic substrate is measured. A colour rubber protective holster is included in the scope of supply and protects the instrument in industrial environment with the additional feature of slip protection. The LEPTOSKOP 2042 will be available in summer 2007.

Control 2007: Hall: 3 Stand 3501

KARL DEUTSCH

Prüf- und Messgerätebau GmbH + Co KG






   
     Otto-Hausmann-Ring 101
     www.karldeutsch.de





  
     D-42115 Wuppertal

     info@karldeutsch.de





 
     Andrea Arias Lopez

     (0202) 7192 - 0








